

















Revised 11/06/20
STATE PROJECT NO. SECTION | SHEET
NO. NO.
Geosynthetic
Steel Pipe Steel Pipe Material - *)
Begin Station/ | Begin End Station / End Pipe Installation Required Steel Pipe | Corrugations | Minimum Type G End Sections Applicable
Location Offset Location Offset (Pay Item) Allowable Material Diameter Coatings | or Spiral Ribs | Thickness (Pay Item) Begin End Backfill
In Bid Item LF In Type In SY EA EA
10+76 18'Rt 11+85 23'Rt 15 Pipe Conduit 15IN 110' Reinforced Concrete Pipe - Class lll (b: Ilength =110 LF’ 15 D-714-27
(10th Ave) (10th Ave) P P (barrel length = )
Reinforced Concrete Pipe - Class lll (barrel length = 34 LF) 18
28+35 27" Lt 28+69 27" Lt 18 Pipe Conduit 18IN-Approach 34 Corrugated Steel Pipe 18 Z AP 0.064 FES FES
(25th Ave) (25th Ave) P PP 9 P A 3
Spiral Rib Steel Pipe 18 Z AP 0.064
Reinforced Concrete Pipe - Class lll (barrel length = 40 LF) 18
28+53 32'Rt 28+93 33'Rt 18 Pipe Conduit 18IN-Approach 40' Corrugated Steel Pipe 18 Z AP 0.064 FES FES
(25th Ave) (25th Ave) P PP 9 P A i
Spiral Rib Steel Pipe 18 Z AP 0.064
Reinforced Concrete Pipe - Class lll (barrel length = 142 LF) 18
83+72 21'Lt 85+02 27" Lt 18 Pipe Conduit 18IN-Approach 142' Corrugated Steel Pipe 18 Z AP 0.064 FES FES
(Villard) (Villard) P PP 9 P A i
Spiral Rib Steel Pipe 18 Z AP 0.064
370+94 87'Rt 372+02 70'Rt 18 Pipe Conduit 18IN 112' Reinforced Concrete Pipe - Class lll (barrel length = 112 LF) 18 FES D-714-27
371+08 76'Lt 371+13 76'Lt 24 Pipe Corr Steel .109IN 24IN 5' Corrugated Steel Pipe 24
371+62 76'Lt 371+75 76'Lt - Pipe Conc Reinf Arch 29IN X 18IN CL lI-S Drain 14' Reinforced Concrete Arch Pipe 29IN x 18IN - Class Il 29X18 11 D-714-26
371+75 76'Lt 371+96 77 Lt - Pipe Conc Reinf Arch 29IN X 18IN CL lI-S Drain 22' Reinforced Concrete Arch Pipe 29IN x 18IN - Class Il 29X18
371+96 77 Lt 372+07 77 Lt - Pipe Conc Reinf Arch 29IN X 18IN CL lI-S Drain 11" Reinforced Concrete Arch Pipe 29IN x 18IN - Class Il 29X18 FES
372+02 70'Rt 373+00 285'Rt | 15 Pipe Conduit 15IN 108' Reinforced Concrete Pipe - Class lll (barrel length = 108 LF) 15
372+70 62' Lt 372+70 355'Lt | 15 Pipe Conduit 15IN 27 Reinforced Concrete Pipe - Class lll (barrel length = 27 LF) 15
373+56 72'Lt 374+12 72'Lt 3 Pipe Conduit 24IN 56' Reinforced Concrete Pipe - Class lll (barrel length = 56 LF) 3 FES FES
373+00 28.5'Rt 374+01 285'Rt | 15 Pipe Conduit 15IN 102' Reinforced Concrete Pipe - Class lll (barrel length = 102 LF) 15 D-714-27
375+94 63' Lt 376+55 525'Lt | 24 Pipe Conduit 24IN 62' Reinforced Concrete Pipe - Class lll (barrel length = 62 LF) 24 FES
376+55 28.5'Rt 376+55 285'Lt | 18 Pipe Conduit 18IN 58' Reinforced Concrete Pipe - Class lll (barrel length = 58 LF) 18 39 D-714-26
376+55 285'Lt 376+55 525'Lt | 18 Pipe Conduit 18IN 28' Reinforced Concrete Pipe - Class lll (barrel length = 28 LF) 18
376+55 525'Lt 379+70 535'Lt | 24 Pipe Conduit 24IN 310 Reinforced Concrete Pipe - Class lll (barrel length = 310 LF) 24
379+70 28.5'Rt 379+70 285'Lt | 18 Pipe Conduit 18IN 58' Reinforced Concrete Pipe - Class lll (barrel length = 58 LF) 18 39 D-714-26
379+70 285'Lt 379+70 535'Lt | 18 Pipe Conduit 18IN 26' Reinforced Concrete Pipe - Class lll (barrel length = 26 LF) 18
379+70 535'Lt 381+17 535'Lt | 24 Pipe Conduit 24IN 146 Reinforced Concrete Pipe - Class lll (barrel length = 146 LF) 24
381+17 535'Lt 382+38 62' Lt 24 Pipe Conduit 24IN 122' Reinforced Concrete Pipe - Class lll (barrel length = 122 LF) 24
382+38 62' Lt 382+40 285'Lt | 24 Pipe Conduit 24IN 34 Reinforced Concrete Pipe - Class lll (barrel length = 34 LF) 24
382+40 285'Lt 382+70 285'Rt | 24 Pipe Conduit 24IN 66' Reinforced Concrete Pipe - Class lll (barrel length = 66 LF) 24 48 D-714-26
382+70 28.5'Rt 385+43 285'Rt | 18 Pipe Conduit 18IN 276" Reinforced Concrete Pipe - Class lll (barrel length = 276 LF) 18 D-714-27
384+47 66' Lt 385+10 64' Lt 18 Pipe Conduit 18IN-Approach 62 Reinforced Concrete Pipe - Class lll (barrel length = 62 LF) 18 FES FES
385+43 28.5'Rt 385+44 285'Lt | 18 Pipe Conduit 18IN 58' Reinforced Concrete Pipe - Class lll (barrel length = 58 LF) 18 39 D-714-26
385+43 28.5'Rt 385+79 58' Rt 15 Pipe Conduit 15IN 48' Reinforced Concrete Pipe - Class lll (barrel length = 48 LF) 15 FES
385+43 28.5'Rt 387+53 285'Rt | 18 Pipe Conduit 18IN 212 Reinforced Concrete Pipe - Class lll (barrel length = 212 LF) 18 D-714-27
387+53 28.5'Rt 387+58 41'Rt 15 Pipe Conduit 15IN 14 Reinforced Concrete Pipe - Class lll (barrel length = 14 LF) 15 FES
389+40 62' Lt 389+97 616'Lt | 18 Pipe Conduit 18IN-Approach 57 Reinforced Concrete Pipe - Class lll (barrel length = 57 LF) 18 FES FES D-714-27
389+97 616'Lt 390+15 62' Lt 18 Pipe Conduit 18IN-Approach 18 Reinforced Concrete Pipe - Class lll (barrel length = 18 LF) 18
389+97 616'Lt 390+02 512'Lt | 15 Pipe Conduit 15IN 12' Reinforced Concrete Pipe - Class lll (barrel length = 12 LF) 15 i L
398+14 30'Rt 398+35.7 48.1'Rt | 15 Pipe Conduit 15IN 28' Reinforced Concrete Pipe - Class lll (barrel length = 28 LF) 15 This document was Orlgma”y
Reinforced Concrete Pipe - Class lll (barrel length = 27 LF) 18 issued and sealed by
398+09 4TR 3084357 | 48.1'Rt | 18 Pipe Conduit 18IN-Approach 27 Corrugated Steel Pipe 18 ZAP 0.064 FES Jay F. Meacham,
Spiral Rib Steel Pipe 18 ZAP 0064 Registration Number
Reinforced Concrete Pipe - Class lll (barrel length = 135 LF) 18 PE- 7926,
398+35.7 481 Rt 399+71 50'Rt | 18 Pipe Conduit 18IN-Approach 135' Corrugated Steel Pipe 18 Z AP 0.064 FES D-714-27 on 11/06/20 and the original
Spiral Rib Steel Pipe 18 ZAP 0.064 document is stored at the

Corrugations: 2 = 2-2/3"x1/2"

Coatings: Z = Zinc

Spiral Ribs: 3/4 = 3/4"x3/4"@7-1/2"

(*) End sections are measured and paid for separately for pipe extensions.

North Dakota Department

of Transportation

3=3"x1" A= Aluminum 1=3/4"x1"@11-1/2" FES = Flared End Section
5=15"x1" P = Polymeric (over Zinc or Aluminum) TES = Traversable End Section
Pipe List
E Business LP 10th Ave E - Exit 64
Dickinson, ND
11/6/2020 2:04:10 PM cesdes3 L:\ND\Projects\Active 2016\Tx16121.00 - 1-94 Business Loop - 10th Ave E - Exit 641700 - CAD\5-094(114)907\Design\Addendum_1\Sheets\051AP_001_AD-1.dgn




Revised 11/06/20 STATE PROJECT NO. SE%',ON swEET
ND NHU-5-094(114)907 51 2
Geosynthetic
Steel Pipe Steel Pipe Material - *)
Begin Station/ | Begin End Station / End Pipe Installation Required Steel Pipe | Corrugations | Minimum Type G End Sections Applicable
Location Offset Location Offset (Pay Item) Allowable Material Diameter Coatings | or SpiralRibs | Thickness (Pay Item) Begin End Backfill
In Bid Item LF In Type In SY EA EA
398+73 28.5'Lt 399+14 55'Lt 15 Pipe Conduit 15IN 50 Reinforced Concrete Pipe - Class lll (barrel length = 50 LF) 15
399+14 55'Lt 399+46 53'Lt 30 Pipe Conduit 30IN 34 Reinforced Concrete Pipe - Class lll (barrel length = 34 LF) 30 D-714-27
399+42 80.5'Lt 399+46 525'Lt | 15 Pipe Conduit 15IN 28 Reinforced Concrete Pipe - Class lll (barrel length =28 LF) 15 D-714-27
404+05 285'Rt 404+05 735'Rt | 15 Pipe Conduit 15IN 45' Reinforced Concrete Pipe - Class lll (barrel length =45 LF) 15 FES
404+52 28.5'Lt 404+53 55'Lt 15 Pipe Conduit 15IN 28' Reinforced Concrete Pipe - Class lll (barrel length =28 LF) 15 FES
407+68 285'Rt 407+68 55' Rt 15 Pipe Conduit 15IN 28' Reinforced Concrete Pipe - Class lll (barrel length =28 LF) 15 FES
Reinforced Concrete Pipe - Class lll (barrel length =90 LF) 18
408+51 55'Lt 409+41 62' Lt 18 Pipe Conduit 18IN-Approach 90 Corrugated Steel Pipe 18 Z AP 0.064 FES
Spiral Rib Steel Pipe 18 ZAP 0.064
409+84 28.5'Lt 409+84 58' Lt 15 Pipe Conduit 15IN 30’ Reinforced Concrete Pipe - Class lll (barrel length = 30 LF) 15 FES
410+24 42'Lt 410+24 57'Lt | 42 Pipe Conc Reinf42IN CL llIl-Storm Drain 16' Reinforced Concrete Pipe - Class lll (barrel length = 16 LF) 42 FES
410+40 285'Rt 410+40 46' Rt 15 Pipe Conduit 15IN 18' Reinforced Concrete Pipe - Class lll (barrel length = 18 LF) 15 FES
410+44 28.5'Lt 410+44 55'Lt 15 Pipe Conduit 15IN 28' Reinforced Concrete Pipe - Class lll (barrel length =28 LF) 15 FES
411+15 28.5'Lt 411+15 52' Lt 15 Pipe Conduit 15IN 24 Reinforced Concrete Pipe - Class lll (barrel length =24 LF) 15 FES
411+31 285'Rt 411+42 47' Rt 15 Pipe Conduit 15IN 22' Reinforced Concrete Pipe - Class lll (barrel length =22 LF) 15 FES
411475 285'Rt 411475 45' Rt 15 Pipe Conduit 15IN 18' Reinforced Concrete Pipe - Class lll (barrel length = 18 LF) 15 FES
412+00 28.5'Lt 412+00 52' Lt 15 Pipe Conduit 15IN 24 Reinforced Concrete Pipe - Class lll (barrel length =24 LF) 15 FES
412+77 46'Rt 413+79 52' Rt 24 Pipe Conduit 24IN-Approach 102' Reinforced Concrete Pipe - Class Ill (barrel length = 102 LF) 24 FES FES D-714-27
413+64 63.5'Lt 414417 65' Lt - Pipe Conc Reinf Arch 29IN X 18IN CL IIl-S Drain 54 Reinforced Concrete Pipe - Class lll (barrel length = 54 LF) 29X18 FES FES
413+64 59'Lt 414417 60.5'Lt - Pipe Conc Reinf Arch 29IN X 18IN CL IIl-S Drain 54 Reinforced Concrete Pipe - Class lll (barrel length = 54 LF) 29X18 FES FES
413+60 66' Lt 413+68 69' Lt 15 Pipe Corr Steel .064IN 15IN 8 Corrugated Steel Pipe 15 Z AP 0.064 FES
413+93 285'Rt 413+93 42' Rt 15 Pipe Conduit 15IN 14 Reinforced Concrete Pipe - Class lll (barrel length = 14 LF) 15 FES
414+31 28.5'Lt 414+31 56' Lt 15 Pipe Conduit 15IN 28' Reinforced Concrete Pipe - Class lll (barrel length =28 LF) 15 FES
415+54 62.25' Lt 416+02 6225'Lt| - Pipe Conc Reinf Arch 29IN X 18IN CL IIl-S Drain 49 Reinforced Concrete Pipe - Class lll (barrel length =49 LF) 29X18 FES FES
415+54 57.75' Lt 416+02 57.75'Lt| - Pipe Conc Reinf Arch 29IN X 18IN CL IIl-S Drain 49 Reinforced Concrete Pipe - Class lll (barrel length =49 LF) 29X18 FES FES
416+15 28.5'Lt 416+15 54' Lt 15 Pipe Conduit 15IN 26' Reinforced Concrete Pipe - Class lll (barrel length =26 LF) 15 FES
416+20 285'Rt 416+20 41'Rt 15 Pipe Conduit 15IN 14 Reinforced Concrete Pipe - Class lll (barrel length = 14 LF) 15 FES
418+24 62.25' Lt 418+62 6225'Lt| - Pipe Conc Reinf Arch 29IN X 18IN CL IIl-S Drain 38" Reinforced Concrete Pipe - Class lll (barrel length = 38 LF) 29X18 FES FES
418+24 57.75' Lt 418+62 57.75'Lt| - Pipe Conc Reinf Arch 29IN X 18IN CL IIl-S Drain 38" Reinforced Concrete Pipe - Class lll (barrel length = 38 LF) 29X18 FES FES
418+58 54'Rt 419+78 53' Rt 24 Pipe Conduit 24IN-Approach 120' Reinforced Concrete Pipe - Class Ill (barrel length = 120 LF) 24 FES FES D-714-27
418+74 28.5'Lt 418+74 54' Lt 15 Pipe Conduit 15IN 26' Reinforced Concrete Pipe - Class lll (barrel length =26 LF) 15 FES
419+88 285'Rt 419+88 43'Rt 15 Pipe Conduit 15IN 14 Reinforced Concrete Pipe - Class lll (barrel length = 14 LF) 15 FES
419+89 61'Lt 420+39 58' Lt - Pipe Conc Reinf Arch 29IN X 18IN CL IIl-S Drain 50' Reinforced Concrete Pipe - Class lll (barrel length = 50 LF) 29X18 FES FES
421+10 53'Rt 421479 53' Rt 24 Pipe Conduit 24IN-Approach 70 Reinforced Concrete Pipe - Class lll (barrel length =70 LF) 24 FES FES
421+40 57'Lt 421+85 58' Lt - Pipe Conc Reinf Arch 29IN X 18IN CL IIl-S Drain 46' Reinforced Concrete Pipe - Class lll (barrel length = 46 LF) 29X18 FES FES
421+87 285'Rt 421+87 43'Rt 15 Pipe Conduit 15IN 16' Reinforced Concrete Pipe - Class lll (barrel length = 16 LF) 15 FES
423+01 28.5'Lt 423+01 52' Lt 15 Pipe Conduit 15IN 24 Reinforced Concrete Pipe - Class lll (barrel length =24 LF) 15 FES
Reinforced Concrete Pipe - Class lll (barrel length = 46 LF) 18
424+12 59' Lt 424+58 58'Lt | 18 Pipe Conduit 18IN-Approach 46' Cormugated Steel Pipe 18 ZAP 0.064 FES FES This document was originally
Spiral Rib Steel Pipe 18 Z AP 0.064 issued and sealed by
Reinforced Concrete Pipe - Class Ill (barrel length = 180 LF) 24 Jay F. Meacham
426+95 59' Rt 428473 MR | 24 Pipe Conduit 24IN-Approach 180" Corrugated Steel Pipe 24 Z AP 0.064 FES D-714-27 Registration Number
Spiral Rib Steel Pipe 24 ZAP 0.064 PE- 7926,
428+73 445 Rt 428+73 285'Rt | 24 Pipe Conduit 24IN 16' Reinforced Concrete Pipe - Class Ill (barrel length = 16 LF) 24 on 11/06/20 and the original
428473 285'Rt 428+88 535'Lt | 24 Pipe Conduit 24IN 84' Reinforced Concrete Pipe - Class Il (barrel length = 84 LF) 24 61 D-714-26 document is stored at the

Corrugations: 2 = 2-2/3"x1/2"

Coatings: Z =Zinc

Spiral Ribs: 3/4 = 3/4"x3/4"@7-1/2"

(*) End sections are measured and paid for separately for pipe extensions.

North Dakota Department
of Transportation

3=3"%1" A = Aluminum 1=3/4"x1"@11-1/2" FES = Flared End Section
5=5"%1" P = Polymeric (over Zinc or Aluminum) TES = Traversable End Section
Pipe List
E Business LP 10th Ave E - Exit 64
Dickinson, ND
11/6/2020 2:04:15PM cesdes3 L:\ND\Projects\Active 2016\Tx16121.00 - 1-94 Business Loop - 10th Ave E - Exit 641700 - CAD\5-094(114)907\Design\Addendum_1\Sheets\051AP_002_AD-1.dgn




Revised

11/06/20

STATE PROJECT NO. SECTON | SHEET
ND NHU-5-094(114)907 51 3

Geosynthetic
Steel Pipe Steel Pipe Material - *
Begin Station/ | Begin End Station/ End Pipe Installation Required Steel Pipe | Corrugations | Minimum Type G End Sections Applicable
Location Offset Location Offset (Pay Item) Allowable Material Diameter Coatings | or Spiral Ribs | Thickness (Pay ltem) Begin End Backfill
In Bid Item LF In Type In SY EA EA
428+88 53.5' Lt 429+00 59'Lt | 24 Pipe Conduit 24IN 14 Reinforced Concrete Pipe - Class lll (barrel length = 14 LF) 24
434+25 285'Rt 434+25 425'Rt | 15 Pipe Conduit 15IN 14 Reinforced Concrete Pipe - Class lll (barrel length = 14 LF) 15
Reinforced Concrete Pipe - Class lll (barrel length = 124 LF) 18
434+25 43'Rt 435+49 52'Rt 18 Pipe Conduit 18IN-Approach 124' Corrugated Steel Pipe 18 Z AP 0.064 FES D-714-27
Spiral Rib Steel Pipe 18 Z AP 0.064
434+63 57" Lt 435+19 57'Lt 18 Pipe Conduit 18IN-Approach 57 Reinforced Concrete Pipe - Class lll (barrel length = 57 LF) 18 FES FES
437+65 28.5'Lt 438+38 53' Lt 15 Pipe Conduit 15IN m Reinforced Concrete Pipe - Class lll (barrel length = 77 LF) 15 FES
438+05 285'Rt 438+05 40'Rt 15 Pipe Conduit 15IN 12' Reinforced Concrete Pipe - Class lll (barrel length = 12 LF) 15 FES
Reinforced Concrete Pipe - Class lll (barrel length = 63 LF) 18
438+45 77" Rt 439+09 78'Rt 18 Pipe Conduit 18IN-Approach 63' Corrugated Steel Pipe 18 Z AP 0.064 FES FES D-714-27
Spiral Rib Steel Pipe 18 Z AP 0.064
Reinforced Concrete Pipe - Class lll (barrel length = 55 LF) 24
438+48 62' Lt 439+05 63' Lt 24 Pipe Conduit 24IN-Approach 55' Corrugated Steel Pipe 24 Z AP 0.064 FES FES
Spiral Rib Steel Pipe 24 Z AP 0.064
440+18 38' Lt 440+18 68'Lt | 24 Pipe Conc Reinf 24IN CL II-Storm Drain 31 Reinforced Concrete Pipe - Class lll (barrel length = 31 LF) 24
440+18 54'Rt 440+18 61'Rt | 24 Pipe Conc Reinf 24IN CL II-Storm Drain T Reinforced Concrete Pipe - Class lll (barrel length = 7 LF) 24 FES
442+27 28.5'Lt 442+50 53'Rt 15 Pipe Conduit 15IN 32 Reinforced Concrete Pipe - Class lll (barrel length = 32 LF) 15 FES
Reinforced Concrete Pipe - Class lll (barrel length = 153 LF) 24
442+63 63' Lt 444417 58'Rt | 24 Pipe Conduit 24IN-Approach 153 Corrugated Steel Pipe 24 Z AP 0.064 FES FES
Spiral Rib Steel Pipe 24 Z AP 0.064
442+70 285'Rt 442+70 40'Rt 15 Pipe Conduit 15IN 12' Reinforced Concrete Pipe - Class lll (barrel length = 12 LF) 15 FES
445+60 285'Rt 445+60 49'Rt 15 Pipe Conduit 15IN 22 Reinforced Concrete Pipe - Class lll (barrel length = 22 LF) 15 FES
Reinforced Concrete Pipe - Class lll (barrel length = 105 LF) 24
445+93 56' Lt 446+97 68' Lt 24 Pipe Conduit 24IN-Approach 105' Corrugated Steel Pipe 24 Z AP 0.064 FES FES
Spiral Rib Steel Pipe 24 Z AP 0.064
446+12 28.5'Lt 446+94 62' Lt 15 Pipe Conduit 15IN 90" Reinforced Concrete Pipe - Class lll (barrel length = 90 LF) 15 FES
Reinforced Concrete Pipe - Class lll (barrel length = 68 LF) 24
447+39 66' Lt 448+06 642'Lt | 24 Pipe Conduit 24IN-Approach 68' Corrugated Steel Pipe 24 Z AP 0.064 FES
Spiral Rib Steel Pipe 24 Z AP 0.064
Reinforced Concrete Pipe - Class lll (barrel length = 116 LF) 24
448+06 64.2'Lt 449+22 60' Lt 24 Pipe Conduit 24IN-Approach 116 Corrugated Steel Pipe 24 Z AP 0.064 FES D-714-27
Spiral Rib Steel Pipe 24 Z AP 0.064
449+00 325'Rt 449+00 54'Rt 15 Pipe Conduit 15IN 22 Reinforced Concrete Pipe - Class lll (barrel length = 22 LF) 15 FES
450+50 325'Rt 450+50 55' Rt 15 Pipe Conduit 15IN 22 Reinforced Concrete Pipe - Class lll (barrel length = 22 LF) 15 FES
Reinforced Concrete Pipe - Class lll (barrel length = 45 LF) 24
450+70 58' Lt 451+15 635'Lt | 24 Pipe Conduit 24IN-Approach 45' Corrugated Steel Pipe 24 Z AP 0.064 FES
Spiral Rib Steel Pipe 24 Z AP 0.064
Reinforced Concrete Pipe - Class lll (barrel length = 123 LF) 24
450+74 70'Rt 451497 78'Rt | 24 Pipe Conduit 24IN-Approach 123 Corrugated Steel Pipe 24 Z AP 0.064 FES FES D-714-27
Spiral Rib Steel Pipe 24 Z AP 0.064
Reinforced Concrete Pipe - Class lll (barrel length = 74 LF) 24
451+15 63.5' Lt 451+88 732'Lt | 24 Pipe Conduit 24IN-Approach 74 Corrugated Steel Pipe 24 Z AP 0.064 D-714-27
Spiral Rib Steel Pipe 24 Z AP 0.064
Reinforced Concrete Pipe - Class lll (barrel length = 29 LF) 24
451+88 73.2'Lt 452+17 77 Lt 24 Pipe Conduit 24IN-Approach 29 Corrugated Steel Pipe 24 Z AP 0.064 FES
Spiral Rib Steel Pipe 24 Z AP 0.064

Corrugations: 2 =2-2/3"x1/2"

Coatings: Z =Zinc

Spiral Ribs: 3/4 = 3/4"x3/4"@7-1/2"

(*) End sections are measured and paid for separately for pipe extensions.

This document was originally
issued and sealed by
Jay F. Meacham,
Registration Number
PE- 7926,
on 11/06/20 and the original
document is stored at the
North Dakota Department
of Transportation

3=3"%1" A = Aluminum 1=3/4"x1"@11-1/2" FES = Flared End Section
5=15"%1" P = Polymeric (over Zinc or Aluminum) TES = Traversable End Section
Pipe List
E Business LP 10th Ave E - Exit 64
Dickinson, ND
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